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☑ In stock

Images are for reference only; please refer to live product for an accurate color representation.

Reclaimed, recycled from 1860 - 1920’s industrial buildings 

ranging from textile manufacturers, cotton gins, leather 

factories, and old warehouses.

• Vintage bricks  

• Indoor, outdoor

• Walls, floors, exterior

• Corners available

• In-Stock

☑  2.5”x 8.5”      

☑  4”x 8.5” 
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^iǌes are nominal and can ǀarǇ Ъ incŚ Ĩrom Ɖiece to Ɖiece.  We recommend a ¼” grout ũoint.  �ue to tŚe nature oĨ 
tŚe reclaimed Ɖroduct͕ cŚiƉƉed corners and cracŬed Ɖieces are normal and add to tŚe aged ǀisual disƉlaǇ oĨ tŚe 
Ɖroduct.  TŚe tŚicŬness can also ǀarǇ Ĩrom Ɖiece to Ɖiece.  TŚe Ɖroduct is sold �^ /^.  TŚe material is sŚiƉƉed Ĩrom 
our wareŚouse drǇ and ƉacŬed ƉroƉerlǇ.  

^Śowroom disƉlaǇ ďoards and loose samƉles are general͕ nominal͕ and sŚow tŚe range oĨ tŚe Ɖroduct.  �ue to tŚe 
ǀarǇing sources ;ǀarious tǇƉes oĨ demolisŚed ďuildingsͿ͕ tŚe material will ǀarǇ witŚin tŚe ďundles and Ĩrom eacŚ 
Ɖallet and sŚiƉment.  �lending Ĩrom diĨĨerent ďundles is recommended Ĩor tŚe ďest ĨinisŚed installation looŬ.   

�ricŬs can ďe damƉ aĨter tŚeǇ are cut Ĩrom tŚe original ďricŬs so remoǀe sŚrinŬ wraƉ and ŬeeƉ material in a drǇ 
Ɖlace to aǀoid tŚe ƉossiďilitǇ oĨ mold growing on anǇ carďon ďased ƉacŬaging.  TŚe ďricŬs tŚemselǀes will not grow 
mold͕ ďut tŚe cardďoard ƉacŬaging can.   

�ƉƉlications͗    Kur tŚin ďricŬ can ďe installed interior and exterior.  We do not recommend using it ŚoriǌontallǇ ;on 
ĨloorsͿ in exterior settings or in extremelǇ ŚarsŚ͕ Ĩreeǌing climates.   We also recommend a Ɖenetrating͕ hs 
resistant sealer Ĩor exterior installations.     

'eneral /nstallation /nstructions͗ 

ϭ. PreƉare tŚe suďstrate as Ĩor tile installation.   Leǀel tŚe Ĩloor as needed.  TŚe ďest suďstrates are concrete 
slaď͕ tile ďacŬerďoard͕ or antiĨracture memďranes sucŚ as �itra.   

Ϯ. /nstall ďricŬs witŚ latex modiĨied͕ medium ďed mortar using a ¼” x ¼” trowel.   Laticrete’s LHT Plus is 
recommended.  /nstaller sŚould use sŬills to worŬ witŚ tŚe mortar to deal witŚ anǇ tŚicŬness ǀariations to 
create a leǀel ĨinisŚed Ĩloor.   

ϯ. hse a diamond ďlade on a wet saw to maŬe cuts needed. 
ϰ. ^et tiles to desired Ɖattern and grout ũoint widtŚ.   'rout ũoints will widen ǀisuallǇ due to tŚe irregular 

edges oĨ tŚe ďricŬs. 
ϱ. Wait ϮϰͲϰϴ Śours Ĩor installation to drǇ ďeĨore grouting.  
ϲ. &or a looŬ oĨ less grout on tŚe surĨace oĨ tŚe ďricŬs͕ use a grout release sealer ďeĨore grouting͖ or use a 

grout ďag to ŬeeƉ grout oĨĨ tŚe Ĩace oĨ tŚe ďricŬs. 
ϳ. hse sanded grout or eƋuiǀalent grouts Ĩor ũoints.  hse wŚiter grouts witŚ tŚe wŚitewasŚed manor and 

ďungalow ďricŬs to maintain tŚe wŚite wasŚed looŬ.  
ϴ. �lean grout and residue witŚ water and otŚer cleaners as needed.   ;Ĩor tŚe wŚitewasŚed manor ďricŬs͕ 

Ĩor an eǀen wŚiter aƉƉearance͕ tŚe installer could leaǀe some grout residue on tŚe surĨace.    
ϵ. ^eal ďricŬs and grout witŚ sealer Ĩor desired aƉƉearance.  

a.  hse a nonͲgloss sealer Ĩor a more natural͕ matte ĨinisŚ looŬ. 
ď. hse a wet looŬ glossǇ sealer Ĩor a somewŚat glossier͕ wet looŬ. 

ϭϬ.  WitŚ tŚe ǀariation in tŚese Ɖroducts͕ allow Ĩor a larger waste Ĩactor in calculating tŚe needed amount oĨ 
material.    
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