- Concrete inspired « Matte « Residential + commercial
- Walls, floors, backsplash, bathrooms  « Made in USA

;.. CLEARANCE SALE:::::
Mosaic $3.99 sf 12x12 $.99 sf 12x24 $1.25sf  18x18 $1.25 sf

Reg $6.93 sf Reg $1.80 sf Reg $ 213 sf Reg $2.30 sf
ENGLISH GREY BUY ALL 1,399 sf SCOTT'SE'[" WHITE BUY ALL 1,189 sf
2”x 2” Mos M 12" x 12"
12”)(24,% 12x24 $.99 sf 2" x 24" § 12x24 $.99 sf
18"x 18” M

™ In stock
Images are for reference only; please refer to live product for an accurate color representation.




WINDMERE

SIZES
SQ.FT/  PIECES/
THICKNESS  CARTON  CARTON
18x18 17116”17116 .
l:‘ Floor Tile (45.01emx 45.01cm) s/ 19.62 ?
12x24 11-13/16" % 23-11/16" .
I:I Floor Tile 30.02 cmx 6012 cm sie 17.49 4
12212 1-13116" x 11-13416" .
D Floor Tile (30.02cmx 30.02¢m) S/ 16.49 7
2x2 - "
12 x 24” Sheet .
Moszle s (30.48cmx 6096 emShee) 24.00 5
APPLICATIONS
TARGET
DCOFWET SUITABLE
Dry & Level - Interior Floor NIA [ ]
Wer & Level - Interior Floor 20.42 [ ]
B
Shower Floors (Residential or Light Commercial) 2042 [ ]
Exterior Floor Applications
(including paties, pool decking & other wet areas with minimal =0.60
footwear)
Ramps & Inclines 20,65
Walls/Backsplashes N/A [ ]
Countertops N/A [ ]
Pool Linings NIA )

A DCOFvalue of 2 0.42is the standard for tiles specified for level interior spaces expected to be walked upen
whenwet, as stated in ANSI A137.1-A326.3. For mare information about DCOF and the DCOF AcuTest™,
visit americanelean.com/DCOF,

APPLICATION NOTES:

Suitable for exterior applications (provided it is noted as suitable in the applications chart above) in
non-freeing climates, when proper installation methads are followed.

* Mossic tile only.

FEATURES
POST-CONSUMER PRE-CONSUMER
RECYCLED MATERIALS RECYCLED MATERIALS

MADEINTHEUSA. REVEAL IMAGING®

TRIM

PIECES/
NUMBER CARTON

ﬂ Floor Bullnose 3x12 P43C9 22

INSTALLATION

Grout Joint Recommendation Shade Variation
Floor: 3/1€" (Overlap should not exceed 33% when installing tile with a ..
length 15" or greater in a staggered brick-joint pattern.)

Mo 15" L]
MEDIUM
v2)

PERFORMANCE CHARACTERISTICS

AsTs RESULT ResuLT
Water Absorption C373 <7.0% <3.0%
Breaking Strength Cé48 > 250 Ibs. > 250 Ibs.
Scratch Hardness MOHS 7.0 7.0
Chemical Resistance Ce50 Resistant Resistant

Fer additional information on test results, visit us at: americanclean.com/information/ TestResults.

DURABILITY

Floor Surface Wear Resistance

1 Residential Bathrooms @ All Residential / Light Commercial
2 All Residential Areas 4 AllResidential / Commercial

TILE COMPANY

1



